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When triggering REV, the inverter will rotate reverse; [ exportpor v
When pressing STOP, the inverter will stop. D createpoF 2
52 it poF
2. RUN, DCM, F/R can be used for Start, Stop and switching of FOR/REV: Comment
€D combineFiles v
Ki () Select FOR and REV Organize Pages
FOR (2) Parameter setting: A Redact
REV PD001=1 for external control O Protet
PD044=01 for RUN function 8 optimize PDF
DCM PD045=05 for switching of F/R A, Fill &Sign
' When K2 is opened it rotates forward, while K2 is ’ sk pdote S
closed it rotates reverse. il B
% More Tools

3. Description of Ramp Time 1 and 2:

1) This function is only valid when PDO80 is set to 0. 1 and 2. Under the disturbance and
internal control multi-speed it is invalid.

2)  Any two multi-inputs can be combined for 4 kinds of ramp time for selection.

3)  The related multi-inputs are set for Ramp Time 1, 2. Take the terminals of SPH and SPM as
example, when SPH PD047 1s set to 23 and SPM PDO048 is set to 24, SPH and SPM are now
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(2) Arrangement of Control Circuit Terminals &0 CombineFiles v
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3) Function Description of Main circuit Terminals

) Optimize PDF
) Symbol Function Description , A Finasign
Input terminal of AC line power. (220V class, for both single/three phase, b Adobe Sign
ST single phase connected to any two phases) e e
U.Vvw Output terminal of the inverter /% More Tools
PPr Connector for braking resistor.
Connector for DC reactor (When using a DC reactor the jumper shall be
i removed. A0O5D543B and A07D543B internally jumped)
P. N Connecting terminal of external braking bank.
Ground terminal: the third method of grounding for 220V and special
E grounding for 380 V of Electrical Engineering Regulations. Comvertand edit PDFs
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P. N Connecting terminal of external braking bank.
| Ground terminal: the third method of grounding for 220V and special
grounding for 380 V of Electrical Engineering Regulations.
4) Function Description of Control Circuit Terminals
Symbol Function Description Factory setting
FOR Multi-Input 1 Forward run
REV Multi-Input 2 Reverse run
RST Multi-Input 3 Reset
> SPH Multi-Input 4 High speed
SPM Multi-Input 5 Middle Speed
SPL Multi-Input 6 Low Speed
Common Terminal of Digital and Control
DCM Signals, +12v Power, (EV. IPV. P24)
Ground
EV (IPV) +12V Power Supply Max. output current  200mA
P24 +12V Power Supply Max. output current  200mA
+10 Power Supply for Speed Setting +10V

ﬂ O Taperici pour rechercher

B

0 oo

3

DO N

»

I

- X

@ Sign In
M Share

Export PDF v

Create PDF ~

Edit PDF

Comment

Combine Files v

Organize Pages v
Redact

Protect

Optimize PDF

Fill & Sign

Adobe Sign

Send for Review

More Tools

Convert and edit PDFs

with Acrobat Pro DC

Start Free Trial




